
Specifications

V-Link Dynamometer - Heavy Duty
Ver. 1.0

Highly accurate and reliable, ±0,2% FS accuracy. 
Very clear red digit LED display. Visible at long distances / in bright daylight. 
IP67 Classification. Ideal for wet environments.
Robust high strength Steel housing construction for use in hostile environments.
Supplied with full certificate of calibration. 
Designed and manufactured in Denmark for high quality assurance.
Bluetooth allows long-range (Class 1) and short-range (Class 2)
communication with Vetec App for data logging.
Optional handheld remote display available.

Nordtech-Vetec A/S - Teknikvej 69 - DK-5260 Odense S - Denmark - SE/CVR-no. 18175509 
Mail: post@nordtech.dk - Phone: +(00)45 6591 9802

Item No.: Capacity (T) A (mm) B (mm) C (mm) D (mm) Ø (mm) Weight (kg)

Specifications

Item No.

Capacity

Accuracy

Accuracy

Safe overload

Safe overload

Breaking limit

Resolution

Material

IP Classification

Display

Digit height

Digit color

Operating time

Operating temp.

Battery

Charger 

678503 6712003 6715003 6725003

85T 120T 150T 250T

± 0.2% FS

± 200kg.* ± 300 kg.* ± 300 kg.* ± 500 kg. *

110%

93500 kg. 132000 kg. 165000 kg. 275000 kg. 

500%

50 kg. 100kg. 100 kg. 100 kg. 

High strength Steel housing

IP67

Bright LED

14 mm

Red

30-40 hours (Operating at low temperatures will decrease the operating time)

-20°C  to +50°C 

Built-in Li-on

High quality USB charger

Charging temp. 0°C to +45°C

678503

6712003

6715003

6725003

85T

120T

150T

250T

530.00

600.00

650.00

770.00

250.00

275.00

335.00

325.00

350.00

380.00

440.00

65.00

70.00

90.00

115.00

87.00

100.00

112.00

146.00

37.50

54.81

83.63

152.83
*Rounded due to display resolution

210.00
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	± 0.2% FS
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	High strength Steel housing
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	IP67
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	Built-in Li-on
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	High quality USB charger
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	678503
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	87.00
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	6712003
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	250.00
	350.00
	54.81
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	600.00
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